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TEMPORARY SEEDING SPECIFICATIONS
SEEDING DAT SPECIES LB./10Q0 FT. PER AC,
MARCH 1 TO .GUST 15 QATS 3 4 BUSHEL
TALL FESCUE 1 40 LB.
ANNUAL RYEGRASS 1 40 LB.
PERENNIAL RYEGRASS 1 40 1B,
TALL FESCUE 1 40 LB.
ANNUAL RYEGRASS 1 40 LB,
AUGUST 16 TNOVEMBER 1 RYE 3 2 BUSHEL
TALL FESCUE 1 40 LB.
ANNUAL RYEGRASS 1 40 LB,
WHEAT 3 2 BUSHEL
TALL FESCUE 1 40 LB.
ANNUAL RYEGRASS 1 40 LB,
PERENNIAL RYEGRASS 1 40 LB.
TALL FESCUE 1 40 LB.
ANNUAL RYEGRASS 1 40 LB.
NOVEMBER 1) SPRING SEEDING | USE MULCH ONLY, SODDING PRACTICES OR DORMANT SEEDING.

NOTE: OTHERPPROVED SEED SPECIES MAY BE SUBSITUTED.

EROSION AND SEDIMENT CONTROL SCHEDULE
INGRESS-EGRESS

A STONE ACCESS DRIVE COMPLETE WITH UNDER
LYING GEO-TEXTILE FABRIC (20 FEET WIDE AND 50
FEET LONG) FOR INGRESS AND EGRESS AT THE
SITE SHALL BE INSTALLED. THIS DRIVE SHALL BE
THE ONLY ENTRANCE AND EXIT TO THE SITE.

SILT FENCE

ALL SILT FENCE SHALL BE INSTALLED PRIORTO
ANY EARTHWORK ACTIVITIES AT THE SITE IN THE
LOCATIONS SHOWN ON THE SITE PLAN AS WELL
AS ALONG THE FRONT OF ANY LOT THAT SLOPES
TOWARDS THE STREET.

TEMPORARY SEEDING

DISTURBED AREAS OF THE SITE THAT ARE TO
REMAIN IDLE FOR MORE THAN THIRTY (30) DAYS
SHALL BE PROPERLY SEEDED AND STRAW
MULCHED WITHIN SEVEN (7) DAYS OF COMPLETION
OF INITIAL GRADING. TEMPORARY SEEDING AND
MULCHING OF A THIRTY (30) FOOT STRIP OF THE
ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED
ON THE SITE ONCE INITIAL GRADING IS COMPLETE.

STABILIZATION OF CRITICAL AREAS WITHIN FIFTY
(90) FEET OF ANY STREAM OR WETLAND SHALL BE
COMPLETE WITHIN TWO (2) DAYS OF THE
DISTURBANCE IF THE SITE IS TO REMAIN INACTIVE
FOR LONGER THAN FOURTEEN (14) DAYS.

MULCHING

STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1
BALE PER EVERY TEN (10) FEET OF CURB, AT A
WIDTH OF THIRTY (30) FEET OF THE ENTIRE
LENGTH OF THE LOT. WOOD CHIPS MAY ALSO BE
USED BUT MUST BE SPREAD AT A MINIMUM DEPTH
OF FOUR INCHES OVER THE THIRTY-FOOT WIDTH
AND MUST BE ACCOMPANIED BY A PROPERLY
INSTALLED SILT FENCE.

MAINTENANCE

EROSION AND SEDIMENT CONTROLS SHALL BE
INSPECTED EVERY SEVEN (7) DAYS OR WITHIN 24
HOURS OF A 0.5" OR GREATER RAINFALL EVENT.
NECESSARY REPAIRS SHALL BE MADE AT THIS
TIME.

NOTE:

ALL EROSION AND SEDIMENT CONTROL
SPECIFICATIONS, APPLICATIONS, AND TIMETABLES
ARE BASED OF THE DESCRIPTIONS AND
STANDARDS OF THE OHIO DEPARTMENT OF
NATURAL RESOURCES "RAINWATER AND LAND
DEVELOPMENT MANUAL" AND CAN BE FOUND IN
THE LAKE COUNTY EROSION AND SEDIMENT
CONTROL RULES AS ADOPTED DECEMBER 21, 1999.

THE SPECIFIED EROSION AND SEDIMENT CONTROL
STANDARDS ARE GENERAL GUIDELINES AND
SHALL NOT LIMIT THE RIGHT OF THE COUNTY TO
IMPOSE, AT ANY TIME, ADDITIONAL, MORE
STRINGENT REQUIREMENTS. NOR SHALL THE
STANDARDS LIMIT THE RIGHT OF THE COUNTY TO
WAIVE, IN WRITING, INDIVIDUAL REQUIREMENTS.
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GENERAL NOTES:

1 BENCHMARK - TOP STEM OF EXISTING FIRE
HYDRANT LOCATED IN FRCNT SUBLOT 1,
ELEVATION =692.21.

.. DRIVEWAY APRON TO BE 6" THICK CONCRETE.,
¢ ALL DOWNSPOUTS TO BE OUTLETTED TO
SLASH BLOCKS.

4 CONTRACTOR RESPONSIBLE FOR CONTACTING
TIE OHIO UTILITY PROTECTION SERVICE
(1300.362.2764) AND ALL UTILITY COMPANIES A
MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION.
5. THE LOCATION BOTH HORIZONTAL AND
VERTICAL OF EXISTING UNDERGROUND UTILITIES
SHOWN HEREON, HAVE BEEN OBTAINED BY A
DILIGENT AND COMPREHENSIVE SEARCH OF
AVAILABLE RECORDS. VERIFICATION BY FIELD
(BSERVATION HAS BEEN CONDUCTED WHERE
FRACTICAL, HOWEVER, BARRINGTON CONSULTING
GROUP, INC. DOES NOT GUARANTEE THE
COMPLETENESS, NOR ACCURACY THEREQF.

6. CONTRACTOR SHALL VERIFY ELEVATIONS OF
LATERAL INVERTS IN THE FIELD PRIOR TO
FOUNDATION EXCAVATION.

CERTIFICATION :

"I THE UNDERSIGNED HEREBY CERTIFIES THAT
THIS TOPOGRAPHY INDICATED BY 1 FOOT
CONTOURS AND ELEVATION SHOWN HEREON
REPRESENTS AN ACTUAL SURVEY MADE BY ME ON
THE 10th DAY OF MARCH, 2005 AND THE
ELEVATIONS WERE TAKEN AT AN APPROPRIATE
INTERVAL AND AS OF THAT DAY THEY EXISTED AS
INDICATED HEREON.

"I HEREBY CERTIFY THAT THIS PLAN WAS
PREPARED BY ME AND IS CORRECT TO THE
BEST OF MY KNOWLEDGE ANB BELIEF"

DAVID W. NOVAK, P.S. No. 7507
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PHONE 440.205.1260 FAX 440.205.1262

B

CONSULTING GROUP, INC.

9114 TYLER BLVD., MENTOR, OHIO 44060
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SUBLOT 1, BAIN FARM COURT, CONCORD TWP. OH.
BAIN FARM SUBDIVISION, VOL. 24, PG. 15

W6

DWN’

APR.04; 2005

SCALE

1" = 30"

JOB NO.

05025

SHEET

NENDAE



WA200505025'05028 dwp, 047192005 120222 PM, Copyright Bamngion Congpng Group

“ N REVISIONS
B TEMPORARY SEEDING SPECIFICATIONS A00E0 FLOCD PLA™
¥ SEEDING DATES SPECIES LBJ1000 FT. PER AC, IR, 2005 D W N
’ . GR:\PHIC SC?LE N MARCH 1 TO AUGUST 15 OATS 3 4 BUSHEL
i N T 1 ) TALL FESCUE 1 40LB,
(IN FEET) @"4’ y —__NOTES' :z:::;::rzsniss : z t:
i ' tie =30 ° \ FLOOD ZONE SHOWN ONTHIS SITE PLAN IS BASED ON THE GRADING PLAN — 1 —
s FOR BAIN FARM SUBDIVISION PREPARED BY THE NORTH COAST PR we—— , ey
g & N MPINSET N @ ENGINEERING AND SURVEYING CO., INC. DATED JUNE 1992, REVISION AUGUST 16 TO NOVEMBER 1 RYE 3 2 BUSHEL
% ]
'E'DE \ / L=47.12 . 4-25-95 TALL FESCUE 1 4018,
g § R=30,90 o ANNUAL RYEGRASS 1 40LB.
E £ N A=90°0000 THE LOCATION OF THE DRAINAGE EASEMENT SHOW ON THIS SITE PLAN HAS wHEAT : 2 BUSHEL
: =l > € oot BEEN SCALE FROM THE DEDICATION PLAN. THE DEDICATION PLAT DOES AL FESUE ; i
3 N NOTE DEFINE THE LOCATION OF SAID DRAINAGE EASEMENT. ANNUAL RYEGRASS * 4018,
3 ) ] PERENNIAL RYEGRASS 1 401B,
' L PIN SET TALL FESCUE | 40 LB, R
, \ \ \ |.=228.99'. ANNUAL RYEGRASS 1 40LB. : @) § Q
{ R=320.00 NOVEMBER 1 TO SPRING SEEDING | USE MULCH ONLY, SODDING PRACTICES OR DORMANT SEEDING. E T e
: - \ - A=4p00'00' NOTE: OTHER APPROVED SEED SPECIES MAY BE SUBSITUTED. c . % ;
i . =
: \ '% C =224,3' Bt E’S =S g
! —— \ \ A& s 77002'00. w . 0 . (or 30 11 for Actens D e Houss Log) % O gg g
f \\ g ;’ E ::“Dl=: &iniC)
i ™ . O f. pviruen ¢ =
¢ LK Ig / S o \ . \ % \ T, ) g : w = *En
;";;‘7 g.cgg.s , / o @ B ‘ZP EROSION AND SEDIMENT CONTROL SCHEDULE : ot |[| O E S5
g,. 7 - AR Y INGRESS-EGRESS 'q S E
' /35 P/ W NAK % ‘0 N A STONE ACCESS DRIVE COMPLETE WITH UNDER e [ & E 25
; / DUPIACATION. /1 \\ N, . 2, ‘70 LYING GEO-TEXTILE FABRIC (20 FEET WIDE AND 50 __ ) ~ = S @
; / AREA .& \é; s & pry FEET LONG) FOR INGRESS AND EGRESS AT THE S T s 5 T O
;; e / / ! \ g N SITE SHALL BE INSTALLED. THIS DRIVE SHALL BE R 2 5 Z =
x 9 1 \ (7 THE ONLY ENTRANCE AND EXIT TO THE SITE. 7, =S
q,\q I ‘ f—— Put Sops i+ Frost of Bamer —] -r m
& : Q =~
/ ! < P L=
SILT FENCE .

IR EDR TMITINENI
o=l = _ =1
(LIS LA =i
e n=

Sl MZEmE

/

LOCATIONS SHOWN ON THE SITE PLAN AS WELL
AS ALONG THE FRONT OF ANY LOT THAT SLOPES
\ \ TOWARDS THE STREET.

ARSENRY

W\

23557 \ \ \

. \ \
2 - 1,000 GAL. SEPTIC TANKS \«&

&

e
S
o
.
o
e
k -
= :

\
\ VgL \ | %\ SILT FENCE
@ JEEEN \ ALL SILT FENCE SHALL BE INSTALLED PRIOR TO
\\\ i &% \ \ ANY EARTHWORK ACTIVITIES AT THE SITE IN THE
LR N
\\ \

Lo
\M 5

3
AR

iy

TEMPORARY SEEDING
DISTURBED AREAS OF THE SITE THAT ARE TO
REMAIN IDLE FOR MORE THAN THIRTY (30) DAYS

\\
I8

AP

W

Chardon, OH 44024
__ 440.286.2075, www.finomore.com
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12115 Burlinton Glen

Finemore Custom Homes, nc.

N\
\ \ \\ \ SHALL BE PROPERLY SEEDED AND STRAW
\ e VL A\ \ MULCHED WITHIN SEVEN (7) DAYS OF COMPLETION ~ GENERAL NOTES:
: et 72 \ \ \\ OF INITIAL GRADING. TEMPORARY SEEDING AND 1. BENCHMARK - TOP STEM OF EXISTING FIRE
00 :fc4 BEvRoon v :;é:. |\ ) \Q MULCHING OF A THIRTY (30) FOOT STRIP OF THE HYDRANT LOCATED IN FRONT SUBLOT 1, I
S e {ﬁH o \\ ; \ ENTIRE FRONT OF THE LOT SHALL BEMAINTAINED & EVATION = 690.91. .
| roonstey - o ONTTHE SITE ONCE INITIAL GRADING IS COMPLETE. -5 ppivEWAY APRON TO BE 6" THICK CONCRETE. :
ool W\ \ o \ 3. ALL DOWNSPOUTS TO BE OUTLETTED TO ;
’ N YL 4 SPLASH BLOCKS
R e . . STABILIZATION OF CRITICAL AREAS WITHIN FIFTY -
U \ (50) FEET OF ANY STREAM OR WETLAND SHALLBE % CONTRACTOR RESPONSIBLE FOR CONTAGTING
2 7 T A4 COMPLETE WITHIN TWO (2) DAYS OF THE THE OHIO UTILITY PROTECTION SERVICE =
, & \ CMTMM\‘\% DISTURBANCE IF THE SITE IS TO REMAIN INACTIVE (1.800.362.2764) AND ALL UTILITY COMPANIES A o
.: E".f/ /" shuter sox -5 : FOR LONGER THAN FOURTEEN (14) DAYS. MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION. [« HPN
,____ 3 ( A% 5. THE LOGATION BOTH HORIZONTAL AND = 5
i; TR e MULCHING VERTICAL OF EXISTING UNDERGROUND UTILITIES =]
: o L T o e = STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1 SHOWN HEREON, HAVE BEEN OBTAINED BY A 9
3 : = 13337 = ;g“;w wwwwww 5 BALE PER EVERY TEN (10) FEET OF CURB, AT A DILIGENT AND COMPREHENSIVE SEARCH OF — = .
: e e WIDTH OF THIRTY (30) FEET OF THE ENTIRE AVAILABLE RECORDS. VERIFICATION BY FIELD <T 8e
| -  consrcion t%ggTBHU%LHs%%Tépﬁggg Efm mm%%g% OBSERVATION HAS BEEN CONDUCTED WHERE - e
| PRACTICAL, HOWEVER, BARRINGTON CONSULTING n S8
- B A ’N F — o OF FOUR INCHES OVER THE THIRTY-FOOT WIDTH GROUP. ING. DOES NOT GUARANTEE THE of
- v A R M C 0 T R T : - ST / P AND MUST BE ACCOMPANIED BY A PROPERLY COMPLETENESS, NOR ACCURACY THEREGE. L2 =
T — —_ 60 RIW "\ reromer seeon wotsss . = INSTALLED SILT FENCE. 6. CONTRACTOR SHALL VERIFY ELEVATIONS OF —=xq
g e = — [T R . MAINTENANCE LATERAL INVERTS IN THE FIELD PRIOR TO 7 £ B -
" e shoum andr: —— R el ™ EROSION AND SEDIMENT CONTROLS SHALL BE FOUNDATION EXCAVATION. ==
4 Srmnean o WASHED GRAVEL : INSPECTED EVERY SEVEN (7) DAYS OR WITHIN 24 <=
‘ {L‘ IJ o ’ 4 .j'LULo 9 * /_ FLEXIBLE 4" PERFORATED PIPE HOURS OF A0S OR GREATER RAlNFALL EVENT. CERTIFICATION . "6 <_£
: 1CY Drive  Lvlves ¥ . / “ NECESSARY REPAIRS SHALL BE MADE AT THIS " THE UNDERSIGNED HEREBY CERTIEIES THAT = @
M 2" WASHED GRAVE TIME. THIS TOPOGRAPHY INDICATED BY 1 FOOT 7
I ADJUST ALL TANKS AND BOXES TEFEOASS GAL SEPTIC TANKS + * DTEHEEP ggRTTHAAN %FéguEg?sETT ?EEGE\ éb:{(l:ggs NOTE: CONTOURS AND ELEVATION SHOWN HEREON
: ,— EX PROFILE '
: 690 f A /— DISTRIBUTION B0X 690 TYPICAL CURTAIN DRAIN CR0SS SECTION iﬁi%‘i‘gég '82‘ ?@"5;;%’;&",’3;,‘;%‘METABLES ELEVATIONS WERE TAKEN AT AN APPROPRIATE
‘ ‘____ o _éi A STANDARDS OF THE OHIO DEPARTMENT OF INTERVAL AND AS OF THAT DAY THEY EXISTED AS
} . — e NATURAL RESOURCES "RAINWATER AND LAND INDICATED HEREON. Wso
685 — 685 DEVELOPMENT MANUAL" AND CAN BE FOUND IN BRI
! , 4" 3~ HOLE PERFORATED — ACKEILL FROM SITE THE LAKE COUNTY EROSION AND SEDIMENT "| HEREBY CERTIFY THAT THIS PLAN WAS L
; £S04 J ‘ o~ * N =T en or straw CONTROL RULES AS ADOPTED DECEMBER 21,1989, PREPARED BY ME AND IS CORRECT TO THE APR. 04, 2005
¢ * THE STANDARD ET TRENCH S 24 INCHES _— BEST OF MY KNOWLEDGE AND BELIEF" W A
680 e clpra oran / 680 (8 INCHES TO 30 INCHES DEEP IF NECESSARY. 24" \ | ©" wASHED GRAVEL THE SPECIFIED EROSION AND SEDIMENT CONTROL 1= 30
IR T 6F BacKELL Wouln Y ary. © STANDARDS ARE GENERAL GUIDELINES AND —w 05025
l . INCEE R } -1 SHALL NOT LIMIT THE RIGHT OF THE COUNTY TO DAVID W. NOVAK. P.S. No. 7507 SHEET
§ 2 213138 3 3B 3 3| B 3 6" WASHED GRAVEL IMPOSE, AT ANY TIME, ADDITIONAL, MORE
{ | 675 2 SIEEEELEE ;’ J 675 STRINGENT REQUIREMENTS. NOR SHALL THE
. = == s a2 =la= TYPICAL LEACHING TRENCH CRDOSS SECTION STANDARDS LIMIT THE RIGHT OF THE COUNTY TO
WAIVE, IN WRITING, INDIVIDUAL REQUIREMENTS.

SHEET®

FORM CASCIZ\LIBRARY\FORMS\24X36JM DWG



